
SNIPER 100 AND SNIPER 100 WITH HEAT

 - Dual 1.5 HP 2 stage vacuum motors

 - 150" of water lift

 - 150 psi Aquatec solution pump

 - Top mounted control panel

 - 12 Gal solution / recovery tanks

 - Comes with a 25' high pressure solution/vacuum hose and 2 jet S/S wand

SNIPER 200 AND SNIPER 200 WITH HEAT
 - Dual 1.5 HP 2 stage vacuum motors

 - 150" of water lift

 - 200 psi Pumptec solution pump

 - 12 Gal solution / recovery tanks

 - Built in regulator / PSI gauge, variable from 50 - 200 psi

 - Built in bleeder system 

 - Comes with a 25' high pressure solution/vacuum hose and 2 jet S/S wand

SNIPER 500 AND SNIPER 500 WITH HEAT
 - Dual 1.5 HP 2 stage vacuum motors

 - 150" of water lift

 - 500 psi Pumptec solution pump

 - 12 Gal solution / recovery tanks

 - Built in regulator / PSI gauge, variable from 50 - 500 psi

 - Built in bleeder system 

 - Comes with a 25' high pressure solution/vacuum hose and 2 jet S/S wand

Sniper's come with One Year Limited Warranty

        Trigger sprayer holders for Molded-in air deflector

   spotting chemicals and agitation reduces turbulence within

Easy twist access port.     brushes. the recovery tank.

Quick removal, won't freeze

in place.        Top-mounted controls and connections,

recessed for protection.

Automatic vacuum restrictor.

Built in regulator and psi gauge on

Angled vacuum cavity the SNIPER 200/500 models

removes all liquids.

Double-sided indestructible

Top mounted vents solution access port.

dissipates the hottest air.

Molded lifting handles

Bleeder on 200 and 500 models

Rotary latch for easy

Semi-pneumatic wheels for smooth access to motors

quiet operation.

Internal heater heats solutions to

Sandia's innovative air intakes use 198 degrees.  Heated machines

the vacuum's own cooling fan to pull cool require two power cords.

outside air over the vacuum motors.  This innovation

reduces motor temperatures by up to 18 percent.
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SNIPER 6 AND SNIPER 6 WITH HEAT

 - 1 - 1.5 HP 3 stage high velocity vacuum motor

 - 107" of water lift

 - 150 psi Aquatec pump

 - Top mounted control panel

 - 6 Gal capacity solution / recovery tanks

 - Comes with a 25' high pressure solution/vacuum hose

 - Tools and Wands sold separately

One Year Limited Warranty

Refer to tools and wands section for optional tools

On 12 Gallon Units,

Dirty Water Gate Valve

Vacuum Motor Breakers fits over a toilet or 

20 liter pail

Large Motor 

Compartment

Quick Disconnect

Cool Air Vents         Solution Cord Set

to Vacuum Motors          Bleeder

Air

Discharge

MODEL 1-100 1-100H 2-100 2-100H 2-200 2-200H 2-500 2-500H

VAC MOTOR (HP/Stages) 1.5 / 3 1.5 / 3 1.5 / 2 1.5 / 2 1.5 / 2 1.5 / 2 1.5 / 2 1.5 / 2

VAC (each) 1 1 2 2 2 2 2 2

CFM (per motor) 112 112 95 95 95 95 95 95

WATER LIFT 107 107 150 150 150 150 150 150

PUMP (psi) 150 150 150 150 200 200 500 500

PUMP AMPS 1.2 1.2 1.2 1.2 1.7 1.7 2 2

GPM (Imperial) LPM 1.25(5.1) 1.25(5.1)

SOLUTION CAPACITY (US) 6 6 12 12 12 12 12 12

REC TANK (US) 6 6 12 12 12 12 12 12

CORD SET 25' 25' 25' 2 X 25' 25' 2 X 25' 25' 2 X 25'

CASTERS / WHEELS 3.5"-10" 3.5"-10" 3.5"-10" 3.5"-10" 3.5"-10" 3.5"-10" 3.5"-10" 3.5"-10"

HOSE ASSEMBLY 25' 25' 25' 25' 25' 25' 25' 25'

DRAIN VALVE Yes Yes Yes Yes Yes Yes Yes Yes

TANK CONSTRUCTION

OPERATING AMPS per cord 12.5 12.5 12.5 12.5 12.5 12.5 12.5 12.5

HEIGHT 32" 32" 40" 40" 40" 40" 40" 40"

WEIGHT (net) 76 81 90 95 100 105 110 115

WEIGHT (shipping) 90 95 105 110 115 120 125 130

0.85 Gallon (3.85 Litres)

Rotational Molded Polyethylene
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